
Test & Measuring Instruments 
 

 
Features :  
 
 LCD With Back Light 

 Battery Status Display 

 Memory Status Display 

 Shipped With Wall Hanging Tag 

 32,000 Records Datalogger Per Channel 

 PC Interface 

 With Windows Software 
 
 
Specifications : 
 

Measurement Temperature -30 ~ 70°C, -22 ~ 158°F 

Measurement Humidity  5% ~ 98% RH 

Accuracy  ±0.7°C; ±3% RH 

Resolution  0.1°C ; 0.1°F ; 0.1% RH 

Battery  1.5V size AAA battery x 2 

Dimensions: Recorder 92 x 55 x 22 mm 
Hanger 106.5 x 59 x 25.5 mm 
Communication Base  107.5 x 62 x 28 mm 

 
 
Standard Delivery : 
 
 Basic Instrument with Battery 
 Carry Case 
 Instruction Manual 
 
Optional : 
 
 Calibration Certificates are issued in Accordance with our Scope as granted by NABL per ISO/IEC 

17025:2017 Standards 
 
Manufactured by 

NAGMAN INSTRUMENTS AND ELECTRONICS PRIVATE LIMITED 
AN ISO 9001:2015 CERTIFIED COMPANY  
170/1a2, Chennai Bangalore Highway Road, Sembarambakkam, Chennai – 600 123. INDIA. 

          
Phone - Domestic Sales 044–6677 7024, 044–6677 7005 Email : mktgchennai@nagman.com 
Phone - Export Sales +91-44-6677 7025. Email : exports@nagman.com 

www.nagman.com 
 
 Specifications subject to change owing to continuous development. Contact us for latest Datasheet.    NIE/TDS/209/2309/00 


